
NBG-TFDS
块式/盘式制动器
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工作原理及选型

NBG - TFDS 块式/盘式制动器 - 1511
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 IP65
 50%
 AISI 304

4
 TRANSFLUID

5
 
 
 230/400V-50Hz
 
 
 
 30mm

6
 TF TRANSFLUID
 Ed ELRDO
 Eb ELTMA

7 /
 FCA
 FCU
 LSM
 SV
 RG

 L 50%
 INOX AISI 304

 DX
 SX
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块式制动器 NBG系列—外形尺寸

NBG - TFDS 块式/盘式制动器 - 1511
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盘式制动器 TFDS系列—外形尺寸

  

S

X

TFDS

1 30/50 274 77234

80/60 348 132332

200/60 395 264372

60/50 286 79251

200/60 377 155354

300/60 395 264372

22/50 253 72221

60/50 327 125316

80/60 384 241352

A

199

225

235

B

650

800
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C E

220

290

440

F

230

280

370

G

15

20

H

30

I

62

75

95

K

70

90

120

M

300

370

410

N

300

375

460

O

20

50

P

80

130

180

U

90

145

155

T

20

30

V

140

175

187

Z

120

140
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Ø

18

22

27

S
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TFDS
TF

B  (mm)
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