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DECLARATION UE OF CONFORMITY 
 

TRANSFLUID SpA company, based in Via G. Rossa, 4 - 21013 Gallarate (VA) Italy 
 

DECLARES 
 

1) that the components called “constant fill fluid couplings” (inverted mounted version), type: 
 

KRG, CKRG, CCKRG, KX, KXG, KXD, KDM, CKDM, CCKDM, KCG, CKCG, CCKCG 
(with Fire resistant oil, or water+glycol mixture) 

 
and (standard mounting version) model 

 
KSI, KSDF, CKSI, CKSDF, CCKSI, CCKSDF, KRG, CKRG, CCKRG 

(only filled with water+glycol mixture) 
 

bearing the following markings 
 

 
 

2) that the components called “constant fill fluid couplings” (inverted mounted version), type: 
 

KRG, CKRG, CCKRG, KX, KXG, KXD, KDM, CKDM, CCKDM, KCG, CKCG, CCKCG 
(with standard oil, or water+glycol mixture) 

 
and (standard mounting version) model 

 
KSI, KSDF, CKSI, CKSDF, CCKSI, CCKSDF, KRG, CKRG, CCKRG, EK 

(with standard oil, or water+glycol mixture) 
 

 
bearing the following markings 

 

 
are made in accordance with the ATEX Directive and are suitable for use in potentially explosive atmospheres 
within the limits of the classified areas in accordance with the declared performance and observance of the 
instructions on installation and use manual. The product is not influenced by extensions or main modifications 
introduced by new harmonized standards. 

 
Classification: Group II, category 2 and 3 

Zone: 1 and 2 GAS , 21 and 22 DUST 

Temperature class: T4 

Protection class: “c” constructional safety 

Technical file name: CAT.145-160 REV.1 

Deposited with Notified Body: EUROFINS-MODULO UNO TORINO (N° 0477) 
 

Harmonized standards reference: EN 1127-1   (2008) 

 ISO-EN 80079-36 (2016) 

 ISO-EN 80079-37 (2016) 
 
 

 Eng. Ugo Pavesi 
Managing Director 

 
Gallarate,  01/12/2021 
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